
 | SANDSTORM™ SINGLE /DOUBLE CHAMBER USER MANUAL

For double-chamber tanks

Tank 
diameter 
(in) For manifold Cat. No.

20
Inlet 71910-001906
Outlet for straight systems 71910-001899
Backflush 71910-001890

24

Inlet 71910-001906
Outlet for straight systems 71910-001899
Outlet for parallel systems 71910-001967
Backflush 71910-001890

30
Inlet 71910-001960
Outlet for straight systems 71910-001909
Backflush 71910-001891

36

Inlet 71910-001960
Outlet for straight systems 71910-001909
Outlet for parallel systems 71910-001916
Backflush 71910-001891

48

Inlet 71910-001924
Outlet for straight systems 71910-001917
Outlet for parallel systems 71910-001928
Backflush 71910-001951

For single-chamber tanks

Tank 
diameter 
(in) For manifold Cat. No.

30
Inlet 71910-001965
Outlet for straight systems 71910-001908
Backflush 71910-001893

36
Inlet 71910-001965
Outlet for straight systems 71910-001909
Backflush 71910-001893

48
Inlet 71910-001971
Outlet for straight systems 71910-001970
Backflush 71910-001952
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SPARE PARTS BREAKDOWN: 
Support legs


